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Audurra™ Interface Pad  

SANDING 
 
Description: 
The Interface Pad leads to an optimum pressure distribution and allows the 
abrasive to adapt perfectly to curves and contours. Moreover, it protects the 
backing pad. 
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Description Article 
number 

Thickness Diameter Hole  
pattern  

Packaging 
unit 
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D15380485 5 mm Ø 147 mm Multi-hole 2 pieces 

D15380484 10 mm Ø 147 mm Multi-hole 2  pieces 
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Audurra™ Interface Pad  

SANDING 

 
Compatible with: 

 

Product profile: 

Pad Thickness 
Pad color 

5mm, soft / 10mm, soft 
grey 

Contact area velour white / G-velcro 
 

Safety recommendation: 
 Follow the general FEPA safety recommendations (https://www.fepa- 

abrasives.com/abrasive-safety/documents/general-leaflet) 
 Use eye and face protection 
 Use an effective dust extraction unit or wear a fine dust mask 
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Article 
number 

Article description Diameter Hole  
pattern 

Packaging 
unit 

D15375403 Audurra Backing-Pad 
medium  

Ø 147 mm Multi-hole 1 piece 

D15380483 Audurra Backing-Pad 
hard 

Ø 147 mm Multi-hole 1 piece 


